™*%5=*|  CHAINSAW TROUSERS, CLASS 1 TYPE A 1SBD

Class 1-20m/s
Design A
KEY FEATURES
- Integrated gaiters with boot lace hook to avoid sawdust in your
boots

- Mesh ventilation

- Available in 3 different leg lengths: SHORT (75cm inside leg
length) / REGULAR (82cm inside leg length) / LONG (88cm inside
leg length)

- Lightweight: ~1100g

EXTERIOR

- Front fly with zip closure - closing by hook and eye and press stud

- 2 inset pockets with zip closure

- 1inset pocket on the back with zip closure

- 1patched thigh pocket with zip closure

- Reinforcement at knee and inside of ankle

- Elasticated waist with loops for belt and loops for velcro braces
(ref. 5S5D4)

- Triple-needle stitching on the back seam to the inside leg

INTERIOR

- Waterproof anti-wicking fabric below on top of the protective inlay
- Elasticated gaiter with metal lace hook to fix on shoe laces
- 4-layer protective inlay

FABRIC

High performance water- and dirt repellent with Teflon™ full
stretch TeXXion (87% Cordura® - 13% elasthane +240g/m2)

High performance water- and dirt repellent with Teflon™ Pezatec
outer fabric (100% high-tenacity polyamide Cordura® * 155g/m2)
Water-and dirt repellent Teflon™ Pezaflex inserts (94% polyamide
high tenacity Cordura® - 6% elastane; £200 g/m?2)

SIZES

Short, inside leg 75cm: XS - M
Regular, inside leg 82cm: XS - 3XL
Tall, inside leg 88cm: S - XL

COLOUR

. 290 Red/Black

+ 289 Komodo Khaki

- 283 Bumblebee Yellow
« 310 Black/Lime green

WASH AND CARE INSTRUCTIONS
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